
Features：
• H.264 Support for Recording & Networking
• Real Time Performance for Live View at D1 & Recording at Half D1 (4ch) & CIF (8ch)
• Supports Resolution of CIF, Half D1 and D1
• Alarm Alert via E-Mail and SMS to Mobile Phone
• Remote Monitor via Internet & 3GPP Mobile Phone
• Most Powerful Client Software to Control 32 DVR 512 Cameras 
• Remote Monitor 64 Cameras Simultaneously on One Screen
• Most User-Friendly UI with Alpha Blending OSD  
• Thoughtful Software Function for Multi Alternative for DDNS Setup, 
   Masking Area for Privacy Respecting, Watermark for Preventing Alteration, 
   Network Time adjustment with Daylight Savings Time Setup, Smart Search for Zone Motion Detected …
• Optional Function : One Remote Controller for Multi DVRs  
• Optional Function : POS (Point of Sales) with CMS Function
• Optional Function : Hybrid Support for IP Camera and CCD Camera
• Optional Function : DVD±RW, Mobile Rack for Backup

Specifications：

Video Input
Main Monitor
Spot Monitor

VGA 

Audio Input
Audio Output

NTSC PAL NTSC PAL
Display Resolution & Rate D1 120fps (720x480) 100fps (720x576) 240fps (720x480) 200fps (720x576)

NTSC PAL NTSC PAL
D1 60fps (720 x 480) 50fps (720 x 576)

Half D1 60 fps (720 x 240)  50 fps (720 x 288) 120fps (720 x 240)  100fps (720 x 288)
CIF 120 fps (360 x 240) 100 fps (360 x 288) 240fps (360 x 240)  200fps (360 x 288)

NTSC PAL NTSC PAL
D1 30fps (720 x 480) 25fps (720 x 576)

Half D1 60 fps (720 x 240)  50 fps (720 x 288) 60fps (720 x 240)  50fps (720 x 288)
CIF 120 fps (360 x 240) 100 fps (360 x 288) 120fps (360 x 240)  100fps (360 x 288)

Sensor Input

* The specification might be changed without notice.
** Communication protocol of POS and/or IPCAM  must provide first for integration.

Website:http://www.rapidos.com.tw

Dimension
Weight
Operation Temperature
Humidity

Firmware Upgrade
SUPPORT POS SYSTEM**
HYBRID**

Power Input
Others

via USB

External Adaptor, AC100-240V, DC 12V/5A(60W)

CD/DVD-RW

PTZ Control
RS-485
Password Control

Setup & Other Functions
Pelco P, Pelco D, and more upon requested

Yes
Yes

SATA Interface
USB Device

Storage & Backup Device

Playback Record
USB Pen Drive

Remote Software

HDD Support (SATA Interface)
Network

Multi Language
USB Mouse
IR Remote Control
DVR Control Panel

Alarm Notification

Ethernet
Network Service
Multi-Remote Client

Motion Detection Sensitivity
Video Loss Detection
Pre-alarm Recording
Post-alarm Recording

Search Method
Operation 

Alarm Output
Motion Detection

TBD
Yes

10 Seconds

4 8
1

Email , SMS to Mobile Phone,  Buzzer

Video

System

Audio

Display

Recording

Playback

Alarm

Yes

30 Seconds

Playback Resolution & Rate

Full Scren, 4 Split-Screen, PIP

DRH4 

H.264

Audio Compression

Video System

Split Screen
Mode

DRH8 

Embedded Linux

H.264 REAL TIME Standalone DVR DRH4/DRH8

4 8

Live View/ Record / Playback / Network / Mobile Phone

Model No.

BNC x 4 BNC x 8

Video Output

Supports Windows Mobile, Symbian & iPhone, Black Berry
Up to 5 clients simultaneously

Communication

3G/GPRS

BNC x 1
BNC x 1

BNC x 1
BNC x 1

D-sub 15 pins, 1920 x 1080 (1080P, Full HD)

380 x 260 x 60.2 (mm)

Optional
AXIS & Others upon requested

G.711,G.729,AMR,ADPCM
  RCA JACK x1
  RCA JACK x1

Manual, Schedule, Alarm, Motion
10/30 Seconds

Watchdog
CE, FCC, RoHS

Rapidos Systems Inc.

TBD
5°C~ + 40°C

Less than 90%
YesWatermark

System Recovery
Certificates

7-5, No.112, Hsin Min Street,
Chung Ho City, Taipei County, Taiwan R.O.C.
TEL:+886-2-2228-7188
Fax:+886-2-2228-7158

Full Screen, 4, 8 Split-Screen, PIP
Digital Zoom, PIP, Auto Sequency

Video System

Video System

Recording Mode
Pre/Post record time

Recording Resolution & Rate

  Smart search, Date/time, Camera, Alarm, Motion, & Video Loss
Play, Fast Forward, Backward, Pause, Stop, Remote Client, & I.E. browser

   2 set of 3.5'' HDD, Maximum 2TB HDD storage size (1TB per HDD)

Yes
Yes

1 RJ45, 10/100 Mbps
TCP/IP, SMTP, HTTP, DHCP, PPPoE, DDNS, LAN

OSD & DVR Control
GUI

1

Yes
Yes
Yes
Yes

OS
Pentaplex  Operation
Compression Format
Channel Number


